
The details that make the difference...

706 CAST IRON 
GRATED CHANNEL

16 mm



Polypropylene channel with Class G rated cast iron grates. Each high strength cast iron grate is equipped 
with 8 point security fixings system. Supplied with steel support edging to guarantee higher performance 
for heavy loads and high wheeled vehicles. Designed for aircraft traffic, loading docks, container 
terminals, military, mining and all hard wheeled vehicles.

www.sabdrain.com.au

Class G Cast Iron Grate & Polypropylene Channel

F600 G900 Lockdown Anti-Slip

 SABDRAIN 706

CODE L H L1 H1 D1 D2 D3 D4 D5 S1 S2 A
KG 

(total)

DR70610050 100 50 150 100 40 - - 40 100 110 63 1000 15.6

DR706100100 100 100 150 150 63 90 63 63 100 110 63 1000 16.2

DR706100150 100 150 150 200 63 110 63 110 100 110 63 1000 16.7

DR706150100 150 100 200 150 63 90 63 63 150 110 63 1000 22.6

DR706150150 150 150 200 200 63 110 63 110 150 110 63 1000 23.3

DR70620050 200 50 250 100 40 - - 40 200 160 110 1000 32.6

DR706200100 200 100 250 150 63 90 63 63 200 160 110 1000 33.1

DR706200150 200 150 250 200 63 110 63 90 200 160 110 1000 33.6

DR706200200 200 200 250 250 63 160 110 90 200 160 110 1000 34.1

DR706200250 200 250 250 300 63 160 110 90 200 160 110 1000 34.6

DR706200300 200 300 250 350 63 160 110 90 200 160 110 1000 35.1

 SABDRAIN 706 - GRATE

CODE MATERIAL DRAIN CM2 A H H1 L F LOAD CLASS KG

DR706GRATE100 ductile iron 220 147 20 27 500 86 x 16 F900 5.6

DR706GRATE150 ductile iron 348 197 20 45 500 136 x 16 F900 8.7

DR706GRATE200 ductile iron 494 247 20 50 500 186 x 16 F900 13.7


